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Records = MSP Performance Reports

POWERSTREAM INC. (MSP) (108932) Performance Report for August - 2017

News  Related Actions

Download Report:
MSP Performance Report - MSPPWRST - August 2017.pdf

All MSPs 12-month

Measure @ Target MSP Monthly Results Al MSRZSSm(;nthly MSP 12-month Results Results
1. Successful Daily Meter Communication on First Attempt 90 % 97.09 % 92.51% 98.08 % 93.66 %
2. Successful Daily Meter Communication 95 % 59.87 % 97.78 % 99,64 % 97.72%
3. Communication Meter Trouble Reports Issued
- # of communication MTRs issued 0 0 200 6 757
- % of meter instollations without communication MTRs issued 100 % 100.00 % 92.62 % 98.68 % 92.68 %
4. Validation Meter Trouble Reports Issued
- # of validation MTRs issued 0 2 116 10 472
- % of meter instollations without validation MTRs issued 100 % 97.36 % 95.49 % 96.72 % 95.36 %
5. Meter Trouble Reports Resolved Within 2 Business Days of Issuance 95 % 100.00 % 91.53% 100.00 % 92.26 %
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Goal
AEl i mi nate nuisance MTRD®E
vali d MTROs through <con

Improvement of our wholesale metering
system
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Flir Testing - Arrestor

Thermal Problem Detail Report

Site: PowerStream Overhead 3-Phase Pole Distribution (Vaughan)

Problem Status: OPEN & Severity: 3

Location: VVaughan (3-Phase Overhead Distribution) \ Primary
Metering \ P39200 (North of P1064) \ West feeder
Equipment: V67-M45M3

Voltage: 27600 Barcode: 1000020600

Rated Load: Asset ID: 1000020600

IDN File: 41c20d04-71a8-4840-a86a-bb5bc01b0821.idn

19.14

1809

Description: Bottom phase surge arrestor
Probable Cause: Leakage current - varistor column deterioration
Recommendation: Monitor for temperature rise

Work order #:

Inspection#: 14
Prob Date&Time:

Indirect Temp.Measurement: Yes

Prob#: 3
09/30/2016 15:52

Component Temp.: 26.6@N/A
Reference Temp.: 21.7@N/A
Temp.Rise: 5.0@N/A
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Paddle Connection

Site: PowerStream Overhead Distribution (Barrie)

Problem Status: OPEN . Severity: 2 Work order #:
Location: Barrie Overhead Distribution \ Primary Metering \ Kspactionst. 16 Erobe: 1
P-BUZCFU (Bayfield St. & Carson Rd. SW corner) Prob Date&Time: 09/27/2016 17:24
Equipment: PME-23M7 Indirect Temp.Measurement: No
Voltage: 44000 Barcode: 1000011250 Component Temp.: 73.3@N/A

Rated Load: Asset ID: 1000011250 Reference Temp.: 24 T@N/A

IDN File: 2¢14b897-9¢1h-44c7-83d6-d345717bd934 .idn Temp.Rise: 48.7@N;"A

Description: Roadside (Blue) phase lug bolted connection at H2-C paddle
Probable Cause: High-resistance bolted connection. Significant oxidation on lug.
Recommendation: Clean/remake bolted connections on paddle
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| oose Connection

Site: PowerStream Underground Distribution (Vaughan)
Problem Status: OPEN .

Location: Vaughan Underground Distribution \ Primary Metering \

#5869 Hwy #7 (~600m W/O Martingrove Rd.)
Equipment: PME-DEM6G

Voltage: 27600 Barcode: 1000012300

Rated Load: Asset ID: 1000012300

IDN File: 3¢932043-4670-48cc-9027-c40f2df80d18.idn

Severity: 2 Work order #:
Inspection#: 12 Prob#: 2
Prob Date&Time: 10/12/2016 11:18
Indirect Temp.Measurement: No
Component Temp.:  555@N/A
Reference Temp.: 19.5@N/A
Temp.Rise: 36.0@N/A

Description: White phase CT, lug connection at H2 paddle
Probable Cause: High-resistance bolted connection
Recommendation: Remake bolted connections to paddie
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Ground Bus Hot
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™. 7Y Thermal Trend

Thermal Problem Detail Report

Site: PowerStream Underground Distribution (Vaughan)

Problem Status: OPEN @ Severity: 1 Work order #:
Location: Vaughan Underground Distribution \ Primary Metering \  |InSpection#: _]2 Prob#: 1
#5869 Hwy #7 (~600m W/O Martingrove Rd.) Prob Date&Time: 10/12/2016 10:59
Equipment: PME-DE6M6E Indirect Temp.Measurement: No
Voltage: 27600 Barcode: 1000012300 Component Temp.: 105.3@N/A
Rated Load: Asset ID: 1000012300 Reference Temp.: 20.1@N/A

IDN File: 43a03a38-b61d-4dae-8074-f2ddba1e57e9.idn Temp.Rise: 85.1@N/A

10505

Description: Blue phase conductor ground lug bolted connection at ground bar
Probable Cause: High-resistance ground connection. High bleeder current.
Recommendation: Remake ground connections. Check ground currents.
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Vines Implnglng on AntennaCabIe
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IT Spot Checks

230372017 @ 10:15
BT Spot Check
Phase Nominal meter sec meter error
a 46000 11442 45768 00 051%
b na na na na
[ 46000 11424 45696 00 0.67%
CT Spot Check
Phase Control meter sec meter prim error
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Grounding
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Main Ground Lug
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Oxidation-Lug Bolt
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Surge Power Bar
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Uninterruptible Power Supply - UPS
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Modem Power Supply
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Ethernet Switch
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Surge Protection
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Surge Protection
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Surge I Supporting Evidence
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Meter T Lightning Arrestor
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Surgel CT

A PHASE AUX PWR
115V
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Surge - Backplate
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Phone Line
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Ground Lug Burn Off
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CTPT Failure
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CT Terminal Flash
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Distribution Surge Protection
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IC SHOCK.

K OF
ONLY IN DRY LOCATIONS.”

DE CHOC ELECTRIQUE

D'USAGE INTERIEUR DANS

to UL Std. 1283 5th Ed.
Std. C22.2 No. 8

120 serial# 340466

Model OEM6-20W-
120 vac. 20 AmpS - 50-60Hz

Zero Surge Inc: Frenchtown NJ 08825
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Transfer Switch

Micro
Automatic Transfer Switch

Rating
Input A: 120 VAC, 50-60 HZ, 12 A
Input B: 120 VAC, 50-60 HZ, 12 A
Over Voltage Detected @ 139V

Assembled in tho U S A
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DC Redundant Supply
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